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Outlook

e Who we are

Why integrated reactors

CO:z2 to methanol...and others

* Next steps
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Research themes - SIR
Novel intensified reactor concepts via:
» Integration reaction and separation

(membrane reactors, chemical looping)

» Integration reaction and heat/energy management
(endo/exothermic, plasma systems)

Air recator

00 ° Nitrogen

Qxygen carrier
Crygen
Mickel

Air Meﬁame by Javs Wolf, ETH

3 ®* Research approach: combination experimental PoC and modelling




Research themes - SIR
Integration reaction + separation

Packed bed and fluidized bed membrane reactors
(H,, syngas, oxidative dehydrogenations, partial oxidations)
= Use membranes to improve fluidization and fluidization to improve membrane flux
= Liquid supported membranes

ion in the liquid phase and transport via

" o
@ hydrogen bonding, while CO, and H, are not soluble and are retained.
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A possible solution

High pressure Low pressure
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*Aquad s a unit of energy equal to 10!5 British Thermal Units
(1 BTU s about 0.0003 kilowatt-hours) onature




Membrane functions
SEPARATION
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Classification
Membrane Reactors

Calalyst | Membrane Transport
Configuration Material Function

FIXED BED EXTRACTOR

ORGANIC
FLUIDIZED

DISTRIBUTOR
INORGANIC

CONTACTOR
CATALYTIC

MEMBRANE
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A membrane reactor

Retentate
(CO,, unreacted

Pure H2 components)

'« Freeboard
(gas disengagement
zone)
Membrane |
reactor :
(shell)
Membranes

(selective layer)

g« Gas distributor
(uniform flow
distribution)

Blogas feed
(CHa, €Oy, H,0, etc)

Traditional Reactor

Hydrogen permeation

Brunetti A.; Caravella C.; Barbieri G.; Drioli E.; “Simulation study of
water gas shift in a membrane reactor”, J. Membr. Sci., 2007, 306(1-

2), 329-340
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Why a membrane reactor?

conversionenhancement A P

by selective permeation
of a reactant product
of an equilibrium l | |

\/
limited reaction > /\

intermediate product

selectivity

enhancement

by selective

permeationof an [ )
C

A + _—
A + nB -+ D
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conversion
enhancement
by coupling

| of reactions

selectivity
enhancement
by dosing

a reactant
throughthe
membrane
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Use of MR

Simon Richard, PhD Thesis, TU/e 2025
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Methanol

160
Others
mMethanol to olefins
140
mDimethyl ether
120 mBiodiesel
mGasoline blending
100 mMethyl chioride
(chloromethane)
mMethylamines
- 80 ;
= mMethanethiol (methyl
mercaptan)
60 mDimethy! terephthalate

mMethyl methacrylate

@ mMethyl tert-butyl ether

mAcetic acid

20 mFormaldehyde

I ' I I ==Production capacity

\§\ $ '\C’y
v + 5

&8

Global methanol demand and production capacity. Kang, Seungwoo. Innovation Outlook : Renewable Methanol; Intemational Renewable
Energy Agency, 2021

n
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Methanol

CH.OH

Green methanol

Biomass Gasification/
reforming
Renewable .
electricity Electrolysis

Carbon capture

Bio-methanol

Green hydrogen

Bio-

e-methanol Renewable

Low carbon
intensity

Co,

Renewable

Blue methanol

Non-renewable CH3 OH
Cco

2
Renewable
Non-renewable

andstorage (CCS) | H, =
? Blue Hydrogen
Natural gas Reforming  —» Syngas
Gasification [—| Syngas

v

CH,OH
Grey methanol

CH5OH

Brown methanol

Non-
renewable
High carbon
intensity

Kang, Seungwoo. Innovation Outlook : Renewable Methanol; Intemational Renewable Energy Agency, 2021
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Methanol

CO: + 3H: < CHsOH + H:20 AH =-49.5 kJ/mol

CO +2H: < CH;OH AH =-90.7 kJ/mol

CO:+ Hz & CO + H:0 AH =+41.2 kJ/mol
6ol H,/CO, =3

§N 30 - _ —

Temperature, °C

Gallucci et al. International Journal of Hydrogen Energy, 2007, 5050-5058
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100 ¢

Methanol

[+
o
T

60 |

40

CH,OH selectivity

20 ¢
£ Thermodynamic equilibrium

60 [

Thermodynamic equilibrium

50 [
40
30 F

10'1““1‘“‘1““1““1““1““1““1“

CO, conversion, %

Temperature, °C

Gallucci et al. International Journal of Hydrogen Energy, 2007, 5050-5058
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Membranes for methanol

INORGANIC
. L~ o A \-“‘\r
Material 4// m\%
> 6‘*‘“" %, A 4
. > “o'd“ "".”6‘ 1. Q‘
1. Polymeric 259
. ‘ ‘ ‘1
2. Zeolites § 5058
3. Metallic T TS
4' M OFS -ZD nanoThee't-baied gas j %
separation membranes
5. 2D
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Methanol production in MR

30 |
[ | A MR, HJ/CO,=7
[ O MR, H/CO,=3
25 | A TR,H,/CO,=7
® TR, HJ/CO,=3
R
=) L
5 20
7]
S
[
E L
S 15+
o L
N
(o]
(&)
10 |
| Critical temperature for methanol
5¢ I
[ 1 1 n | 1 1 1

200 220 240 260 280

Temperature, °C

Gallucci et al. Chemical Engineering and Processing 2004, 1029-1036
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Making CMSMs

Polymeric Ceramic STEEURSOn Polymerization Carbonization Carbon
precursor support coating membrane
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Methanol production in MR

Permeance (mol Pa' m? s'1)

3 x10° . . . . .
o HOexp e MeOHexp ® DME exp
25FH,0 mod ——MeOH mod ——DME mod |
o ]
15 )

200 210 220 230 240 250 260
Temperature (OC)

Gallucci et al. Catalysts 2026, 16(1), 53;
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Methanol production in MR

60

£ PBR 200C B PBMR 200C
50 |

5 PBR 220C m PBMR 220C
40 - PBR 240C PBMR 240C

N w
o o

Conversion (X) or Yield(Y) [%]
=
(<)

Gallucci et al. Catalysts 2026, 16(1), 53;
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Methanol production in MR

CO, conversion (%)

[e))
o

N W B WU,
o O O O

=
o

0

—Thermodynamics ® PBR & PBMR

—Thermodynamics ® PBR & PBMR

L 4
NN
o u

MeOH yield (%)
o o

w
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o

Gallucci et al. Catalysts 2026, 16(1), 53;
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What’s next

> Techno-economics

» Detailed design of systems, most probably distributed
» Scale-up of systems

» Application to other reaction systems — DME, Ethylene....
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DME production

How to reduce thermodynamic limitation

/— Benchmark process — indirect route 4\ /— Direct route —\

N N N
Methanol DME
> urification 3H,0
Methanol € Methanol pmve [ 212
i i hesis
SMS synthesis + H,0 dehydration DME CO,+H, synt|
g + H0 + HZE)
N~ N~
\_  Cu0/znO/Al,0; HZSM-5 J \___ Cu0/ZnO/Al,0;+ HZSM-5 /
ReviVaeeatarShilt Shift
ﬁ)
Cozl S CD7etlD [@ One reactor: compact design
Challenge of replacing the carbon source with pure CO, [wkess limited by thgrmodynamlc
igher energy efficiency
@ High ff
l (®) Reduced catalyst stability with H,0
Strong thermodynamic limitation due to e N
large production of H,0 Zeolites unstable with H,0 at Cu sintering and migration
high temperature (Al leaching) facilitated by H,O

N
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Membrane reactor

Reaction and separation occur simultaneously

In situ removal of H,0

Le Chatelier’s Principle
2C0, + 6H, "™ CH;0CH; + P

Equilibrium shifts to the right side

Advantages

@ Overcome thermodynamic limitations
& Prevent catalyst deactivation

| Bifunctional Catalyst | [ Allow milder reaction conditions

(¢ Decrease separation costs

Selective Water Removal

‘ Membrane for
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Membrane requirements

Stability . High vapor/gas
{ (thermal, mechanical, ] + [ HydrophthItY ] + iGlECfiVi{f

chemical)

Ceramic membranes

Polymeric Carbon membranes _ :
(zeolite, alumina, etc.)

*  High permeability/selectivity
*  Possible hydrophilicity «  Low stability

(surface functionalization) (hot humid environment)
e  Stability (thermal, chemical)
*  Possibility to tune properties

e High permeability
*  Low thermal stability
#Pu,0 =4-10""mols™'m ?Pa~! @ 50 °C

#r,0 =4+-10"°mols™'m™?Pa~" @ 200 °C Pr,0 ~ 10~ mol s~ m=2Pa~

Carbonization of a thermosetting polymer

Formation of a porous structure Derive from polymer: Surface functionality

N
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Reactor features and model hypotheses

Fixed bed membrane reactor

Permeate
G—— Trans-membrane flux :
Retentate NN Reaction zone R P
\_ . Py P. — P.
- ;;;;;;/ Bifunctional catalyst bed: Ji = @i ( E 4 )
| | B CuZnOAI,03/HZSM-5
| Thaet 2 Sweep gas (CO,+H,)
| ...._> Permeation zone
Feed | F | paase Hydrophilic membrane
N Co-current configuration
Sweep gas -
1.  Steady state conditions 4.  Pseudo-homogeneous model
Model hypotheses ‘ 2. 1D plugflow (L/dp =50 and D/dp>25) 5. Reactor kinetic of conventional reactor
3.  Kinetic control regime valid

6. The membrane material is inert
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Assessment of the membrane optimal properties
Membrane properties: s s s s s s oS, o 05 S, 0y 5
Permeance #; [mol/(Pa-m?-s)] DG HZO/HZV FV'ZOIHz t ©e

06 , i 10
. . — GE
Selectivity  SH,0,i = PH0/ 8 I
+ 05f % b
w 1 3
2 / | 2
T ~ o4t /ff o2} k
1. Maximize removal of water : 1 E
2. Minimize reactant loss (H,, CO, and MeOH) : , o o e
e 0.3 . . . -3t : . 1
3. Minimize removal of by-product (CO) 0 02 04 06 08 1 0 02 04 06 08 1
H,O permeance (moI.Pa’1.m'2.s'1) %100 HZO permeance (moI.Pa'1.m'2.3'1) %108
070 . 070 070 . 070 Membrane optimal | State-of-the-art
< co, . . < co, . .
0.60 p—s— - * 060 - NN properties (zeolites)
050} 0.50 050 Yoe—> 0.50
_ Youe——> _ e #H,0 (0.6-10)-107
T 040p——° 0.40 —~ \LN0.40 040 —~
o~ \V’_ o) \.’_ -
S o030} 030 > || 0.30 030~ SHy0,H, 2-50
020 Yueon—> 0.20 020} , 020 S,0,c0, 2.45-17.7
% * = * o
F A A
A S 0.10 0.10 LY\‘:;M 0.10 SH,0,c0 3.7-19.6
0.00 0.00 0.00 0.00
10 20 30 40 50 2 4 6 8 10 SHZO,MeOH 1-9
HZO/COX selectivity (-) H,0/MeOH selectivity (-)

Input for membrane development
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Development of carbon membranes

Properties Average.
Phenolic resin-based membranes Targti achiev‘ed . prope‘rtles:
x
SerelEn effe<':ts:. Membrane optimal Carbon ;5 =8|‘\°;'Sm§ 'pf;i?t'iizs
*  Carbonization temperature properties Membranes? o at ]
*  Hydrophilic inorganic fillers (boehmite) Prso0 4107 (1270107 | @ *i !
- - Smom 50 1.7-6.7 ® E
» , S 30 8.9-40 & B}
tecnalia ) Swomeon 10 2-8.7 ® .

H,O H CO CO MeOH

Selectivity target missed for H, and CO,

* H,kinetic size too close to H,0
* CO, affinity to the membrane surface

- \Nhat is the impact on reaction performance?

Poto et al. International joumal of hydrogen energy 47.21 (2022)
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Membrane reactor performance
Optimal properties vs real carbon membrane properties

Simulation resultss: Experimental results:
1 . , , : 20 —— : . : :
——Xgq, (optimal) I PR I PBVR
0.8f —¥eo, ‘(CMS"’” Improvement with 15}
— ———-YDME optimal) —
“u - ] i ies: S
2 gl oW ] optimal properties: - =
S T Yome Xco, 5]
8N 041 "’p//’ YD@) 1 +36% +43% ><O
= e X (th) 5k
02f :
0 : : : : 0
0 02 0.4 0.6 0.8 1 Xeo Youe  Ymeon Yweon  Yeo
z(m) 2 eq
T . *  Permeance is more important than selectivity.
The reactant permeation limited via sweep gas S e ealen T een e selves [y e dhe
irculation and low AP . .
circulatio ; el —) driving force with the sweep gas
For each membrane properties set, sweep gas and * Experimental proof of the higher performance of
, i the packed bed membrane reactor (PBMR) over
AP can be tuned to achieve optimal performance

the conventional packed bed reactor (PBR)

3. Poto, Serena, et al. “Direct conversion of CO2 to dimethyl ether in a fixed bed membrane reactor: Influence of membrane properties and process conditions." Fuel 302, 13 p., 121080 (2021)
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Ethylene

Reaction zone

| 2€0, + 6Hy = C,Hy + 4 H,0

C02+H2,L““ o = 410 5

-2 oy
R o &
> o 4

H,0-selective

' Bifunctional catalyst
membrane in shell

(small diameter) 7e oIite type
Cu, Zn, Zr and Al
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Separation Factor

Membrane development

H,0/CO,

Tecnalia membrane

Molar

fraction

(g35)

=025

=045

=075

175 200 25
Q)
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Separation Factor

E]

8

g

Tecnalia Membrane

Separation Factor

175

200
T(C)

TU/e membrane

25

Molar
fraction
(gas)

=025
=045

=075

Molar

fraction

(gas)

=025

H,0/CO

Separation Factor

TU/e membrane

Separation Factor

150

190
T(°C)

Tecnalia membrane

25

Molar

fraction

(gas)

=025

=045

175

200
T(°C)

25

=075

Separation Factor

TU/e membrane

150 19 25
T("C)




Go to Market
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Modelta cloud-based unit operation

{ ——————————— - { ———————————
IOUR LIBRARY | | YOUR FINDINGS:
8 o Just one blOCk : *Membrane modules : : *in-house models :
ke % e o [ 11 . [
7 s = . b . Id
Sel., L legEE in the flowsheet | membrane reactors ;| -expermentaicara
a whole library of D
= models available MODELTA
= |
— - | OUR CLOUD-BASED | €¢—
. INFRASTRUCTURE
that we can swiftly T
customize via cloud I I
— —_— |
a > »g g» 1N
] = hatd and combine with - e
cler ||HeatExchanger || MoDELTA

your own models <% MODELTA
OUR UNIT OPERATION
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Next steps

-
c
@
=
—
o
4]
>
£

34

Academia

ZZFIRA

7 8 9
Technology Readiness Level
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  CO +  H 2 O ⇄ C  O 2 +  H 2


    CO 2 +  H 2 ⇄ CO +  H 2 O


    2 CO 2 +   6 H 2 ⇄ C  H 3 OC  H 3 + 3  H 2 O


   ℘   H 2 O = 4 ∙   10  − 7 mol    s  − 1  m  − 2   Pa  − 1


  50   ℃


   ℘   H 2 O = 4 ∙   10  − 8 mol    s  − 1  m  − 2   Pa  − 1


  200   ℃


   ℘   H 2 O ≈   10  − 7 mol    s  − 1  m  − 2   Pa  − 1


   J i =  ℘ i ∙  (   P i R −  P i P )


   ℘ i


   S   H 2 O , i =    ℘   H 2 O /   ℘ i


  [ m o l / ( P a ∙  m 2 ∙ s


   ℘   H 2 O


   S   H 2 O ,  H 2


   S   H 2 O ,   C O 2


   S   H 2 O , C O  


   S   H 2 O , M e O H  


   ℘   H 2 O


   S   H 2 O ,  H 2


   S   H 2 O ,   C O 2


   S   H 2 O , C O  


   S   H 2 O , M e O H  


   𝐗  𝐂  𝐎 𝟐


   𝐘  𝐃 𝐌 𝐄

